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       EMT Conduit Pipe

        Accord to ANSI C80.3, UL797

Friendly Service..Powerful Solutions

Dimensions for Standard 
Finish: Pre-galvanized
            Hot dip galvanized  

Trade Size

Designator

U.S.

／34

1

／141

／121

2

／122

3

／123

4

Metric

16

21

27

35

41

53

63

78

91

103

Nominal Outside Dia.
Nominal  Wall   

   Thickness
Two Length

in.

0.706

0.922

1.163

1.510

1.740

2.197

2.875

3.500

4.000

4.500

mm

17.9  

23.42 

29.54 

38.35 

44.20 

55.80 

73.03 

88.90 

101.60 

114.30 

3

in.

0.042

0.049

0.057

0.065

0.065

0.065

0.072

0.072

0.083

0.083

mm

1.07

1.24

1.45

1.65

1.65

1.65

1.83

1.83

2.11

2.11

mm

3000

3000

3000

3000

3000

3000

3000

3000

3000

3000

mm

3050 

3050 

3050 

3050 

3050 

3050

3050 

3050 

3050 

3050 

 

Trade Size

Designator

U.S.
1／2

／34

1

／141

／121

2

Metric

16

21

27

35

41

53

Nominal Outside Dia.
Nominal  Wall   

   Thickness
Two Length

in.

0.706

0.922

1.163

1.510

1.740

2.197

mm

17.93 

23.42 

29.54 

38.35 

44.20 

55.80 

in.

0.0

0.035

0.039

0.051

0.051

0.055

31 0.80 

0.90 

1.00 

1.30 

1.30 

1.40

Dimensions for Thinwall Thickness
Finish: Pre-galvanized

EMT Elbows 
Finish: 
            Electro-galvanized
            Hot dip galvanized  
      
           

Pre-galvanized

Note: All information available at the time of order
         If you need other thickness or length pls contact us.

8300

8301

8302

8303

8304

8305

8306

8307

8308

8309

Cat.No. 
  90°

8310

8311

8312

8313

8314

8315

8316

8317

8318

8319

Cat.No.  
  45°

Size

1／2

／34

1

／141

／121

2

／122

3

／123

4

EMT Conduit,IMC Conduit,Rigid Steel Conduit

EMT Connectors and Couplings

Other Fittings for EMT Conduit

IMC Conduit,Rigid Steel Conduit Fittings

Conduit Body,Weatherproof Box

Meter Socket Box

Steel Boxes and Covers

Unistrut Channel

Spring Nut,Thread Rods

Flexible Steel Conduit

PVC Coated Flexible Conduit

Liquid Tight Conduit

Liquid Tight Connector

Squeeze Connector

Other Connector

Strut Clamp,Conduit Hanger

Beam Clamp

Other Channel Fittings

Conduit Bender

Fish Wire Tape,Cable Puller

PVC Bending Spring

Cable Glands

Terminal Blocks

Cable Ties,Cable Clips

Flex Steel Conduit & Fittings

Steel Conduit & Fittings

Strut Channel & Fittings

Electrical Conduit Tools

P-01
HANGZHOU / CHINA

Tel:  +86-571-28811845
Fax: +86-571-28886901
E-mail:  sales@prostar-ele.net

Technical Services
Tel:  +86-571-28909912 www.prostar-ele.net

1／2
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Friendly Service..Powerful Solutions

IMC Conduit Pipe

 Accord to ANSI C80.6, UL1242
Dimensions for Standard  
Finish:            Hot dip galvanized  

Trade Size

Designator

U.S.
1／2

／34

1

／141

／121

2

／122

3

／123

4

Metric

16

21

27

35

41

53

63

78

91

103

Nominal Outside Dia.
Nominal  Wall   

   Thickness

in. mm

20.70 

26.10 

32.77 

41.59 

47.82 

59.93 

72.57 

88.29 

100.86 

113.44 

in.

0.078 

0.083 

0.093 

0.095 

0.100 

0.105 

0.150 

0.150 

0.150 

0.150 

mm

1.98

2.10

2.35

2.42

2.54

2.67

3.81

3.81

3.81

3.81

Trade Size

Designator

U.S.
1／2

／34

1

／141

／121

2

Metric

16

21

27

35

41

53

Nominal Outside Dia.
Thinner  Wall   

   Thickness

in.

0.815 

1.029 

1.290 

1.638 

1.883 

2.360 

mm

20.70 

26.10 

32.77 

41.59 

47.82 

59.93 

mm

1.45

1.45

1.80

2.00

2.00

2.00

mm

3000

3000

3000

3000

3000

3000

mm

3050 

3050

3050

3050

3050 

3050

Dimensions for Thinwall Thickness
Finish: Pre-galvanized 

IMC Elbows 
Finish: Pre-galvanized
            Electro-galvanized

Note: All information available at the time of order
         If you need other thickness or length pls contact us.

Size

1／2

／34

1

／141

／121

2

0.815 

1.029 

1.290 

1.638 

1.883 

2.360 

2.857 

3.476 

3.971 

4.466 

Cat.No. 
  90°

Length

Two Length

mm

3000 

3000 

3000 

3000 

3000 

3000

3000 

3000 

3000 

3000 

 

Rigid Steel Conduit

 Accord to ANSI C80.1, UL6
Dimensions for Standard
Finish: Hot dip galvanized 

Trade Size

Designator

U.S.
1／2

／34

1

／141

／121

2

／122

3

／123

4

Nominal Outside Dia.
Nominal  Wall   

   Thickness
Length

in. in.

0.104 

0.107 

0.126 

0.133 

0.138 

0.146 

0.193 

0.205 

0.215 

0.225 

0.245 

0.266 

mm

2.64

2.72

3.20

3.38

3.51

3.71

4.90

5.21

5.46

5.72

6.22

6.76

mm

3000 

3000 

3000 

3000

3000 

3000 

3000

3000 

3000 

3000 

3000

3000 

Rigid Conduit Elbows 

5

6

0.840 

1.050 

1.315 

1.660 

1.900 

2.375 

2.875 

3.500 

4.000 

4.500 

5.563 

6.625 

Metric

16

21

27

35

41

53

63

78

91

103

129

155

mm

21.34 

26.67 

33.40 

42.16 

48.26 

60.33 

73.03 

88.90 

101.60 

114.30 

141.30 

168.30 

Friendly Service..Powerful Solutions

mm

1.79

1.90

2.15

2.16

2.29

2.41

ft.

10

10

10

10

10

10

10

10

10

10

ft.

10

10

10

10

10

10

10

10

10

10

10

10

IMC Coupling
Electro-galvanized

Rigid Conduit Coupling
Finish:   Electro-galvanized 

  
         
 Hot dip galvanized 

Electro-galvanizedFinish: 

／122

3

／123
4

8344

8345

8346

8347

8348

8349

8350

8351

8352

8353

8354

8355

8356

8357

8358

8359

8360

8361

8362

8363

8364

8365

8366

8367

Cat.No.  
  45°

Size

1／2

／34

1

／141

／121

2

／122

3

／123

4

Cat.No. 
  90°

5

6

8320

8321

8322

8323

8324

8325

8326

8327

8328

8329

         
  Hot dip galvanized 

Size

1／2

／34

1

／141

／121

2

Cat.No.

／122

3

／123
4

IC-050

IC-075

IC-100

IC-125

IC-150

IC-200

IC-250

IC-300

IC-350

IC-400

Cat.No. Size

1／2

／34

1

／141

／121

2

／122

3

／123

4

5

6

0324

0325

0326

0327

0328

0329

0330

0331

0332

0333

0334

0335

         
 Hot dip galvanized 
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